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STATE OF HAwAIl - DLNR

DAM SAFETY INSPECTION SHEET

Inspection No:
Date: _ 4/ 5/ Zcc

Inspection Type: __Dam Safety Inspection

Persons Present Affiliation Phone Number
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Weather Condition: 1 Rain previous day O Rainy [ Drizzle/Mist [ Cloudy/Overcast [ Partly Cloudy %unny ﬁ Dry

Comments:

\

1. General: (information currently on file, update as required)
Dam/Res. Name _Frezers [/ jipsbocib

Owner
Owner Contact Owner Ph.
Lessee Lessee Ph.
O & M Contractor O &M Ph.
Nearest City Latitude ° (decimal)
County Longitude ° {decimal)
Tax Map Key(s)
Dam Status Hazard Potential Dam Size _
Year Completed Dam Length ft. Dam Height Z5 £ ft.
Normal Storage ac.ft Max. Storage ac.ft. Max. Surface Area ac.
Offsite Drainage Area ___ mi. Spillway Type Max. Spillway Q cfs
Owner owns land under dam facility:
Emergency Action Plan on file with the Department:
Reports on file with the Department:
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DamID: _ /M [e2926 7 Inspection No:

feEL

0| A A Date: 4/ /revcc

2. Questions for Owner’s Rep.:  Yes No Unknown Comments

Construction Plans Available [ I ﬁ

Site / Facility Map oo =

Operation & Maintenance Manual O [ ,ﬁ

Emergency Action Plan 0o o 'ﬁ

Modifications / Improvements O O &

Conduct Routine Inspections o ®E O 2520vorr ts Corsiphrad abindonset

Conduct Routine Maintenance  [1 W 0O [Bservor s Comsiphue alapndoner

Vehicle access to site ] K 0 [ Not accessible (I With Standard car O Requires 4-Wheel Drive

Access during heavy rains 0 5 0 O Not accessible [ With Standard car [ Requires 4-Wheel Drive

Access when spillway is flowing [ bl O [J Not accessible [ With Standard car [J Requires 4-Wheel Drive

Other Studies Conducted 0o g E O Phase | [ Phase i [1 Hydraulics [J Stability [1 Hazard [ Seismic
[ other:

Incident History 0o o j% (1 Breached I Overtop [ Slide [ Down stream Flooding
[0 other:

Reservoir's Current Use 0 K | [ sediment [ Irrigation C] Recreation [ Flood Control [ Drinking Water

[ Power Generation KOther:

e

Findings and Corrective Actions:

0 a

®aoo

f.
g.
h.
i
j-
k.

0
0
0
0
0
O
24
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O
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0O m.

0 n

0 o

The Owner shall maintain documentations including Construction plans, specifications, improvements,
modifications, Operations and Maintenance Manuals and routine inspection logs for this dam facility.

. An Emergency Action Plan (EAP) is on file with the department, submit any updates as applicable.

An EAP is required for High Hazard Dams. Submit an updated EAP for this facility.
An EAP is recommended for all dams regardless of hazard class. Submit EAP if developed for the facility.

Submit narrative and additional information detailing the improvements, modifications, and/or alterations at the
dam site, unless covered by approved dam permit.

Routine inspection logs were not inspected.

Dam owners shall provide for routine inspection of the dam.

The dam did not appear to be maintained on a regular basis.

Access to site appears to be satisfactory.

There is no vehicular access to the dam site. Operational and emergency plans need to reflect this deficiency
or access provided.

Access to dam is questionable during severe weather conditions and/or spillway overflows. Operational plans
and emergency plans need to reflect this deficiency or access provided.

Provide a detailed narrative of the incident, responses taken, and any damages incurred. Dam owners are
required to promptly advise the department of any sudden or unprecedented flood or unusual or alarming
circumstance or occurrences which may adversely affect the dam or reservoir.

Submit current Operations and Maintenance Manual or Procedures for this dam / reservoir facility.

Submit Site or Facility Map of this Dam which identifies the location of major features including outlet works
controls and conduits.

Additional Requirements:
The following investigative study(s) are:
Required Recommended

Oooooooo

Phase | Study

Phase Il Study (Including O Seepage [0 Hydrology/Hydraulics [ EAP)

Hydrology and Hydraulics (including Probable Maximum Flood and spillway capacity)
Stability Analysis

Seismic Analysis

Hazard Classification

Other:

O0o0ooooo
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DamD: _Hlve et Inspection No:
nELD | A L A Date: ¥/%/%Zersc

Physical Dam Features: (Check All Applicable. Provide descriptio} of lteng Observed andfor;ake Photos. md;;:ate photo ;if descrip;ion.)
Lev s & wesd fap A e ) Bt DRl e e meiHe
w?&ﬁiémﬁ b & e g"?@é - / Gorppm, @Jg%fégy{ § f ¥

3. Reservoir: by sy , 7 Nt Sy 72 éﬁg resaiens
Level during inspection | éﬁ%ﬁ"w % y o S ft per Wiseelt (gage /gﬁﬁ%éf% 4
Normal Operating Level/Range = 4iss- Ay ¢ ft per (gage / other)

g

y ~ 7 Il £
Description: [eservo v is Cpregivloves abrrndonsy/ v/ W“f feed 4,

Typical Operation I Spiliway always flowing [ Kept within normal range [ Kept Empty [ Drained Daily %nly filled by Storms

- Other:

Sinkhole in Res.: [ # Observed: Size: by in. Deep fﬁj Not Visible [ None Observed
Description:

Staff Gage: Description: Céﬁe g?i ﬁéfﬁwf 3 7‘% g‘%’g kel Y

Findings:
_a. The reservoir was not inspected.
00 b. The reservoir appeared to be in satisfactory condition, no corrective actions are required at this time.
O c. The reservoir appeared to be in fair to poor condition and requires corrective action.
[0 d. The reservoir appeared to be in unsatisfactory condition, urgent corrective action is required.

Corrective Actions:
[0 e. The staff gage needs maintenance and/or repair. Description:

f. A staff gage was not observed at the reservoir. Provide some method of quantifying the water level within the
reservoir.

]
O g. Asinkhole was observed in the upstream reservoir. Conduct additional investigations and monitoring to
O

identify the cause, risk and appropriate action.
h.

2

Lndoke cong gt tngpriic fast @Jﬁ%fﬁf foday s At fn |,
4. Intake Works Description: Ly it . ' i Bleised, Beaves s i #
s 7 TR é@ it g oS g fobendt O Bt s, Tewgdin

[0 Number of Intakes ot CrBl g, ;éi%f ggﬁmﬁ‘” HAle M;éﬁwé@ Larm £ é’% f@@fé@% ,
O Intake Culvert / Pipe

Size: in. DO DIP O Corrugated Metal [1PVC OOHDPE [ Concrete [ Other

Control: [0 Gate [1Valve 0 Flow can either be Shut off or Bypassed

From: 3 Stream Diversion [ Pump [ Reservoir 0 Other

0 Ditch / Flume
Dimension: (Size x Depth)  Shape

Surface: DO Dit [Wood [ Concrete I Lined w/
Control:  [1 Gate [1Vaive [ Flow can either be Shut off or Bypassed
From: 0 Stream Diversion [J Pump [I Reservoir [ Other

Findings:
g‘{d a. The intake works were not inspected.
[0 b. The intake works were not tested.
O c. The intake works appeared to be in satisfactory condition, no corrective actions are required at this time.
[0 d. The intake works appeared to be in fair to poor condition and requires corrective action.
O e. The intake works appeared to be in unsatisfactory condition, urgent corrective action is required.

Corrective Actions:
O f. The intake works needs maintenance and/or repair. Description:

0 g
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Dam ID: /L eewss T Inspection No:

FleeT> | (cahtih Date: _¥/%/7wwc
5. Upstream Slope: (Typical Siope * I . *‘2;)

Slope Protection: Kixone [J Dumped Rock [ Fitted Rip Rap I Grouted Rip Rap [J Liner [1 Other:
[ Defect in Protection: Description:

Erosion: %oose soil w/ little vegetation [ Rut (<6 O Gully (>6" deep) [ Not Visible [J None Observed
Description: fgﬁ@@vé s g g;iz T T ?‘ém f’%é};’f Siate fz@*f%g%, Ak £ g‘?ff;m}g&

Cracks: U Parallel with crest [ Perpendicular to crest [ Slide visible JENot Visible LI None Observed Serc? 2 fi.,
Description: Dif e ¥ Ao n s %gﬁ%@ Ao clence wese, A, G

Sinkholes: [0 # Observed: Size: and Depth ﬁot Visible 1 None Observed
Description: ge. A é‘? ol

Vegetation: DO None [ Low Ground Cover ﬁushes or Tall Grass B Trees # /o 7.5 <6’  [O>6" &<20" [ >20"

Description: ?ﬁﬁwﬂ% fi/w A Porod Frass ow P! $/pn A ie
Apgppte v oAt e

Findings:
0O a. The upstream slope was not inspected.
0 The upstream slope appeared to be in satisfactory condition, no corrective actions are required at this time.
K The upstream slope appeared to be in fair to poor condition and requires corrective action.
]

The upstream slope appeared to be in unsatisfactory condition and not expected to fulfill its intended function.
Urgent corrective action is required.

oo

Corrective Actions:
O e. Slope protection needs maintenance or repair. Description:
O f. Rutand/or Gully erosion was observed on the slope, which requires maintenance and/or repair.
Description:
0O g. Acrack was observed on the slope, which requires further investigation to determine the underlining cause.
Monitor the area and/or repair as required.
O h. Asinkhole was observed on the slope, which requires further investigation to determine the underlining cause.
, Repair and monitor the area.
ﬂ i. The upstream slope was not visible due to high grass and bush vegetation. Clear high vegetation and
' % maintain low to enable easy visual inspection.

J. Tree(s) were observed on the dam embankment. Trees have been identified as the probably cause of piping
failures, and can possibly cause sever damage to the embankment if they are uprooted during a high winds.
Corrective action is required to remove the tree hazards from the dam. Acceptable remedies include removal
of the tree and its root structure down to a 2" diameter and reconstructing the damaged embankment section.
All repair work shall be accomplished as per the requirements of licensed geotechnical or structural engineer.
Routinely monitor the damaged area for signs of settlement and seepage.
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DamID: _/[+f Pwer 6] Inspection No:

FleeD | Keh Lk Date: ¥/ &/ 2wo
Py i
6. Crest: Approximate Crest Width: & 7[‘1'«) e

Access: [ None K\:Valking Path [ Roadway, Surface / Width / Usage:

Erosion: [ Loose soil wi little vegetation [ Rut(<6") [ Gully (>6” deep) %N\ot Visible ﬁﬁs\one Observed
Description: _|2ev.Sx Artas Lot on. Arepbs tvs ;%"Zé»w &L :f’ié: ol

Cracks: 0 Parallel with crest [ Perpendicular to crest [ Slide visible ﬁ:got Visible %ﬁone Observed
Description: gﬂ»@& 22 T2 pedpon

Sinkholes: o in. Wide  x in.Long  x in. Deep mat Visible Nlone Observed
Description: g»& atpo i

Vegetation: 0O None [JLow Ground Cover %ushes or Tall Grass M Trees # 72 e [ <6” !ﬁi@’ & <20" /ﬁiZO”
Description: es%fﬂ L : e reg ?f*

Findings:

O a. The dam crest was not inspected.
0 b. The dam crest appeared to be in satisfactory condition, no corrective actions are required at this time.

C.

The dam crest appeared to be in fair to poor condition and requires corrective action.

L3 d. The dam crest appeared to be in unsatisfactory condition and not expected to fulfill its intended function.

Urgent corrective action is required.

Corrective Actions:

O
a

X
X

e.

f.

g
h.

i
.

Access along the crest was satisfactory.
Access along the crest was not possible. Description:

Rut and/or Gully erosion was observed on the crest, which requires maintenance and/or repair.
Description:

A crack was observed on the crest, which requires further investigation to determine the underlining cause.
Monitor the area and/or repair as required.

A sinkhole was observed on the crest, which requires further investigation to determine the underlining cause.
Repair and monitor the area.

Portions of the crest were not visible due to high grass and bush vegetation. Clear high vegetation and
maintain low to enable easy visual inspection.

Tree(s) were observed along the dam crest. Trees have been identified as the probably cause of piping
failures, and can possibly cause sever damage to the embankment if they are uprooted during a high winds.
Corrective action is required to remove the tree hazards from the dam. Acceptable remedies include removal
of the tree and its root structure down to a 2" diameter and reconstructing the damaged embankment section.
All repair work shall be accomplished as per the requirements of licensed geotechnical or structural engineer.
Routinely monitor the damaged area for signs of settlement and seepage.
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DamIp: _Hioos 67 Inspection No:
EleeD | jwhib Date: _“/2/%voc
7. Downstream Slope: (Typical Slope % / ./ $7)

Access: [ lower roadway along toe 3 roadway to outlet works %aikway to outlet works  [1 None Observed

Slope Protection: %one 1 Dumped Rock O RipRap [IGroutedRipRap [ Concrete

Erosion: O Loose soil wf litt!e vegetation [IRut(<6") [ Gully (>6" deep) fﬁigot Visible %ﬁijone Observed
Description: 1 ff eeft Ao onspmetclie fo olirse Artse fotipm

Cracks: [ Parallel with crest [ Perpendicular to crest [ Stide visible %ot Visible ﬁ:ﬁ&one Observed
Description:

Sinkholes: ] in. Wide X in.Long x in. Deep ﬁNot Visible ﬁ"jone Observed
Description:

Vegetation: 0 None  [J Low Ground Cover ;{iéushes or Tall Grass ETrees #lots 1%}6“ QE}G” &<20" 0O>20"
Description: Cresh L Tress  oran 5 e

Seepage: Seep Spot Number 1

[0 Green Vegetation [J Wet or Muddy Ground [ Ponding Water ,@ot Visible %one Observed
3 Flowing, Description: .

Water Clarity: 3 Clear [1 Some particles [ Muddy [ Other:

Description:

Seep Spot Number 2
[ Green Vegetation [0 Wet or Muddy Ground [J Ponding Water [ Not Visible [ None Observed
[ Flowing, Description:

Water Clarity: [ Clear [J Some particles [ Muddy 1 Other:
Description:
Findings:
O a. The downstream slope was not inspected.
00 b. The downstream slope appeared to be in satisfactory condition, no corrective actions are required at this time.
¢. The downstream slope appeared to be in fair to poor condition and requires corrective action.
01 d. The downstream slope appeared to be in unsatisfactory condition and not expected to fulfill its intended
function. Urgent corrective action is required.
Corrective Actions:
O e. Slope protection needs maintenance or repair. Description:

f.

g.
h.

i.
g.

X
X

= =

Rut and/or Gully erosion was observed on the slope, which requires maintenance and/or repair.
Description:

A crack was observed on the slope, which requires further investigation to determine the underlining cause.
Monitor the area and/or repair as required.

A sinkhole was observed on the slope, which requires further investigation to determine the underlining cause.
Repair and monitor the area.

The down stream slope was not visible due to high grass and bush vegetation. Clear high vegetation and
maintain low to enable easy visual inspection.

Tree(s) were observed on the downstream slope. Trees have been identified as the probably cause of piping
failures, and can possibly cause sever damage to the embankment if they are uprooted during a high winds.
Corrective action is required to remove the tree hazards from the dam. Acceptable remedies include removal
of the tree and its root structure down to a 2” diameter and reconstructing the damaged embankment section.
All repair work shall be accomplished as per the requirements of licensed geotechnical or structural engineer.
Routinely monitor the damaged area for signs of settliement and seepage.

. Seepage/Ponding water was observed. Monitor and conduct further investigation to locate the source of

water and extent of any possible hazardous or developing condition.

Seepage was observed flowing and particles were observed to be removed by the flow. Take immediate
action to stop the loss of soil from the embankment. Conduct further investigation to determine the underlining
cause and take corrective action. Monitor the area.

The slope was very steep, around a 1 to 1 slope, further study is required to verify slope stability.
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Dam ID: A7 Co e 6™ Inspection No:
: [T T | ftsthetitb Dat: _“/8/%2ews

8. Abutments/Toe:

Erosion: 1 Loose soil w/ little vegetation [ Rut (<6”) [ Gully (>6" deep)  E] Not Visible None Observed
Description: _{ 4#» % g Totlon aneds tnSpse oo di £ feu [T
Cracks: O Parallel with crest [ Perpendicular to crest I Slide visible f@m Visible iﬁ;ﬂone Observed
Description:
. L
Vegetation: O None [JLow Ground Cover L1 Bushes or Tall Grass [¥ Trees #/: 1 ?%6" 0> &<20" [1>20
/. ' 7 e
Description: é‘fw@g&?j% & ’g ?é“‘agﬁ@f et e gfé,fé Ty gt 7 -
Seepage: Seep Spot Number 1
[0 Green Vegetation ﬁvet ofr Muddy Ground Sngc:om:ﬁng Water [ Not Visible 1 None Observed
lowing, Description: f e, & T e,
Water Clarity: J4 Clear [ Some particles [ Muddy [ Other:
Description: __22 © ca ot ot il .
Seep Spot Number 2 , ,
[0 Green Vegetation Wet or Muddy Ground Kﬁonding Water [J Not Visible [0 None Observed
ﬁiowing, Description: &‘5@@ N AT
Water Clarity: gg!ear [J Some particles 1 Muddy [0 Other:

< - g, f’;%*;é f‘fiﬁé« gﬁf gf%;%g &;’2@;!‘“ W ™

Description:

e lowes ris At o g Soron i
Findings: ,

[0 a. The abutments/toe were not inspected.
O  b. The abutments/toe appeared to be in satisfactory condition, no corrective actions are required at this time.
c. The abutments/toe appeared to be in fair to poor condition and requires corrective action.

0O d. The abutments/toe appeared to be in unsatisfactory condition and not expected to fulfill its intended function.
Urgent corrective action is required.

Corrective Actions:
0O e. Slope protection needs maintenance or repair. Description:

0O f Rutand/or Gully erosion was observed, which requires maintenance and/or repair.
Description:

. A crack was observed along the abutments/near the toe, which requires further investigation to determine the
underlining cause. Monitor the area and/or repair as required.

Og
FJ h. The abutment/toe area was not visible due to high grass and bush vegetation. Clear high vegetation and
™ maintain low to enable easy visual inspection.

K i. Tree(s) were observed along the abutment/toe. Trees have been identified as the probably cause of piping
~failures, and can possibly cause sever damage to the embankment if they are uprooted during a high winds.
Corrective action is required to remove the tree hazards from the dam. Acceptable remedies include removal
of the tree and its root structure down to a 2" diameter and reconstructing the damaged embankment section.
All repair work shall be accomplished as per the requirements of licensed geotechnical or structural engineer.
Routinely monitor the damaged area for signs of settlement and seepage.

ﬁ j- Seepage/Ponding water was observed. Monitor and conduct further investigation to locate the source of
water and extent of any possible hazardous or developing condition.
O k

. Seepage was observed flowing and particles were observed to be removed by the flow. Take immediate
action to stop the loss of soil from the embankment. Conduct further investigation to determine the underlining
cause and take corrective action. Monitor the area.

O
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DamID: Al w2ee6™7 ’ Inspection No:
LD | Kokt b Date: /%

9. Outlet Works:

Culvert / Pipe AL . gif reater g
Type / Size: &, ;* é’tM&fd& ’ f{ﬁ& @w% ’?é’@ﬁ@% P 4 g éé’s’*?ﬁ»«j - foo r, DY »ﬁ'i sy 5{% .
Culvert: O Concrete  [J Masonry [ unlined earth Ol Other __ 772 st t ¢ ;
Pipe: O DIP 1 Corrugated Metal OPVC [IHDPE  [IConcrete {1 Other
Control Type: O Gate O Valve 1 Other

N J Gt e 73 ;"‘é» Fi : R
Location: /%ontrol on Upstream side I Control on Downstream side %ﬁi’! N 5*7{4%{;@'@@ i Aews Fore,

Seepage: L1 Green Vegetation {0 Wet or Muddy Ground [ Ponding Water [I Not Visible /&ﬂone Observed {7iles” rameais
[ Fiowing, Description:
Water Clarity. [ Clear [1 Some particles  [1 Muddy [0 Other:

Description:

Findings:

0 a. The outlet works were not inspected.
;Ea./\b. The outlet works were not tested.

O c. The outlet works appeared to be in satisfactory condition, no corrective actions are required at this time.
;Kd. The outlet works appeared to be in fair to poor condition and requires corrective action.
0O e

The outlet works appeared to be in unsatisfactory condition and not expected to fulfill its intended function.
Urgent corrective action is required.

Corrective Actions:

O f. Seepage/Ponding water was observed. Conduct further investigation to locate the source of water and extent
of any possible hazardous or developing condition.

O g. Seepage was observed flowing and particles were observed to be removed by the flow. Take immediate
action to stop the loss of soil. Conduct further investigation to determine the underlining cause and take
corrective action. Monitor the area. Failures caused by seepage/piping along the outlet conduit are very
common and are considered to be a dangerous situation.

O h. Were not visible due to high grass and bush vegetation. Clear high vegetation and maintain low to enable
easy visual inspection,

0O i. Tree(s) were observed on the dam embankment. Trees have been identified as the probably cause of piping
failures, and can possibly cause sever damage to the embankment if they are uprooted during a high winds.
Corrective action is required to remove the tree hazards from the dam. Acceptable remedies include removal
of the tree and its root structure down to a 2” diameter and reconstructing the damaged embankment section.
All repair work shall be accomplished as per the requirements of licensed geotechnical or structural engineer.
Routinely monitor the damaged area for signs of settlement and seepage.

ﬂj. It Arvifime oan o o Tlayse [s Sere. Pl fav e s/

Ccire Viscbl

Sheet 8 of 10



DamID: _HIcoe Inspection No:
Eree ( fehvip Date: _“/2/Zce-C

10. Spiliway:

Type: O None [ Culvert/Pipe %hanne! X
Description: cvote s fl on é%"?f - gﬂwf}.
Dimension: o’ ft. Invert elevation: ft. per staff gage
Slope Protection: OO None 1 Grass [0 Dumped Rock [ Fitted Rip Rap 3 Grouted Rip Rap "Concrete
Defect in Protection: Description: / Aty ’?ivéi f@i ?%ffﬁ%%@ygﬁw %%? 7
Approach: 0 Clear EjHagh Veg. [ Trees [l Other:
Erosion: O Scour [ Gully ?’Headcm O Not Observed 0 Oter.
Description: fé Aot of %&%ﬁwwff g Bt T Comntre ?ég Yorid
Vegetation: CONone [ Low Ground Cover [ Bushes or Tall Grass Kﬂees # /o é ﬁ’y 6" [1>6" & 20" O>207
Description: %@vsﬁ A e éf Aoy § ﬁw@f i ﬁwﬁ 1C Etansf T po
Findings: Frees ,J:W\g*%és s spillony recoedtly E @mﬁ "

O a. The Spillway appeared to be in satisfactory condition, no corrective acttons are required at this time.
% b. The Spillway appeared to be in fair to poor condition and requires corrective action.

0O c. The Spillway appeared to be in unsatisfactory condition and not expected to fulfill its intended function. Urgent
corrective action is required.

Corrective Actions:
U d. Slope protection needs maintenance or repair. Description:

0O e. The spillway approach was blocked. Clear approach.
O f. Severe scour erosion was observed which requires maintenance and/or repair.
Description:

% 9. A headcut was observed downstream of the spillway. Corrective / mitigative action is required to prevent this
_ = problem from moving upstream.

;ﬁ h. Trees are unacceptable in the spillway channel and approach. Take corrective action to address the woody
6 vegetation problem and repair the damaged area.

i. Unclear if spillway is adequately sized. Spillway should pass the probable maximum flood. Verify spillway
capacity and take corrective action as required.

o j

11. Down Stream Channel:

Name;

Downstream: 0O Sump O Open Area [ Un-Defined Drainage-way [0 Defined Drainage-way [ Other

ltems along Stream Bank: CINone [ Road [ Houses 1 Town [ Not Inspected
Description:

mgs
. The downstream channel was not inspected.

b. The downstream channel appeared to be in satisfactory condition, no corrective actions are required at this
time.

The downstream channel appeared to be in fair to poor condition and requires corrective action.

c.
d. The downstream channel appeared to be in unsatisfactory condition and not expected to fulfill its intended
function. Urgent corrective action is required.

D
O
O

Corrective Actions:
O e
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Dam ID: Hrocec7 Inspection No:
? Fewp | _Fehtlh Date: /% [Rarnis

Additional Comments:

On the date of this limited visual inspection, there appeared to be no immediate threat to the safety of the
dam. No assurance can be made regarding the dam’s condition after this date. Subsequent adverse weather
and other factors may affect the dam’s condition.

g@}%g fwgw s ? é"f@% S #Pm  laerPead 5 TE @éi@xf%@éw gf; ’é’?; S
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4%?‘ & S s a’?ﬂ;ii Q{%W%u g"ﬁi . };‘ & éf" %vérﬁ»—wﬁ Wé‘;w. %ﬂx S LT

is @zf;ﬁw-@% / éf etnn St VELFRA U5 *%é; io Covg jolirsnt
. prosemly aban .

Limttatloné aﬁﬁ Intent of this Dam Safety Inspection:

This Dam Safety Inspection was conducted to assess the general overall condition of the reservoir/dam,
identify visible deficiencies, and recommend areas of for monitoring, additional investigative studies and
corrective actions. The inspection is based only on visible features/areas of the dam on the day of inspection.
This inspection is not a formal phase | or phase Il dam safety inspection and does not include a review or
evaluation from each specialist of an inspection team, such as a geologists, civil, geotechnical, structural, or
hydraulics engineer. The owner should verify the findings of this report and take corrective actions. The
owner may submit to the State alternative corrective actions that are certified by a licensed professional
engineer in the State of Hawaii experienced in the design and construction of dams. This inspection does not
relieve the owner/operator from their responsibility to conduct routine inspections, maintenance, repairs,
modifications, monitoring, documentation, and/or investigative studies. The inspection was conducted under
the authority of the Hawaii Revised Statures Chapter 179D, and Hawaii Administrative Rules, Title 13, Chapter
190, titled “Dams and Reservoirs”. Questions regarding this inspection should be forwarded to the Hawaii
State Dam Safety Program; PO Box 373; Honolulu, Hawaii 96809: Ph. (808) 587-0236.

(]

o
B
i

C:\Dam Safety Program\Dam Inspection Prograniiinspaction FormsiDam Specific Forms\Form for Dam Insp.doc

Sheet 10 of 10



